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Description

INCOBENDS® Daezl consisting of a model without relief and variable widths which 
together form a unique geometric pattern.  In addition to the pieces of preset dimen-
sions, it is also possible to configure parts of special measures tailored to specific 
projects. This allows the architect or designer a great compositional freedom in the final 
result of the facade.

All fixings are hidden. This product can be used both in ventilated facades and 
non-ventilated.

Applications

- Ventilated Façades
- Dry Façaces
- Interior Claddings
- False Ceilings

Specifications

- Maximum length: 6 m.
- Width (L): 200, 250 o 300 mm
- Height (h): 25 mm
- Thickness from 0,6 mm to 1,2 mm 

Surfaces finishing*
- Galvanised Steel
- Prelacquered Steel(Plastisol, PVDF...)
- Cor-ten Steel
- Stainless Steel (Smooth finish, textures, mats, spouts...)
- Zinc ( Natural, Pre-patined, Bi-lacquered...)
- Aluminium (Anodized, Lacquered, ...)
- Perforated for acoustic or esthetics applications
 
* Further details please check our range of finishings.

Ingeniería y Construcción del Perfil, S.A. reserves the right to make any changes to the features and specifications of its 
generaland specific profiles, depending on production needs or technological advances. Ingeniería y Construcción del 
Perfil SA will not be held in any way responsible for the non-implementation of the recommendations outlined in the 
document "Architectural Cladding Profiles".

INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com

INCOBends® Daezl
by INCOPERFIL
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INCOBends®  Letezl facade offers endless possibilities for the composition of the 
facade. The possibility of modifying the dimensions, geometry and finish colors given as 
result-based facades fragmentation or continuity, vertical or horizontal, order or 
randomness, etc.

INCOBends® Letezl consists on a model piece with two levels and varying widths that 
together form a unique geometric pattern. In addition to the pieces of preset dimen-
sions, it is also possible to configure parts of special measures tailored to specific 
projects. This allows the architect or designer a great compositional freedom in the final 
result of the facade.

All fixings are hidden. This product can be used both in ventilated facades and 
non-ventilated.

- Maximum length: 6 m.
- Width (L): 200, 250 mm
- Height (h): 25 mm 
- Height (H): 50 mm
- Thickness from 0,6 mm to 1,2 mm 

INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com

INCOBends® Letezl
by INCOPERFIL
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Description Applications

- Ventilated Façades
- Dry Façaces
- Interior Claddings
- False Ceilings

Specifications

Surfaces finishing*
- Galvanised Steel
- Prelacquered Steel(Plastisol, PVDF...)
- Cor-ten Steel
- Stainless Steel (Smooth finish, textures, mats, spouts...)
- Zinc ( Natural, Pre-patined, Bi-lacquered...)
- Aluminium (Anodized, Lacquered, ...)
- Perforated for acoustic or esthetics applications
 
* Further details please check our range of finishings.

Ingeniería y Construcción del Perfil, S.A. reserves the right to make any changes to the features and specifications of its 
generaland specific profiles, depending on production needs or technological advances. Ingeniería y Construcción del 
Perfil SA will not be held in any way responsible for the non-implementation of the recommendations outlined in the 
document "Architectural Cladding Profiles".

Geometry
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INCOBends® Irizl offers endless possibilities for the composition of the facade. The 
possibility of modifying the dimensions and finish colors given as result-based facades 
fragmentation or continuity, vertical or horizontal, order and randomness, etc.

INCOBends® Irizl consists on a model piece overlaps the next and variable widths 
which together form a unique geometric pattern. In addition to the pieces of preset 
dimensions, it is also possible to configure parts of special measures tailored to specific 
projects. This allows the architect or designer a great compositional freedom in the final 
result of the facade.

All fixings are hidden. This product can be used both in ventilated facades and 
non-ventilated.

- Maximum length: 6 m.
- Width (L): 200 o 250 mm
- Height (h): 25 mm
- Height (H): 40 mm
- Thickness from 0,6 mm to 1,2 mm 

INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com

INCOBends® Irizl
by INCOPERFIL
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Description Applications

- Ventilated Façades
- Dry Façaces
- Interior Claddings
- False Ceilings

Specifications

Surfaces finishing*
- Galvanised Steel
- Prelacquered Steel(Plastisol, PVDF...)
- Cor-ten Steel
- Stainless Steel (Smooth finish, textures, mats, spouts...)
- Zinc ( Natural, Pre-patined, Bi-lacquered...)
- Aluminium (Anodized, Lacquered, ...)
- Perforated for acoustic or esthetics applications
 
* Further details please check our range of finishings.

Ingeniería y Construcción del Perfil, S.A. reserves the right to make any changes to the features and specifications of its 
generaland specific profiles, depending on production needs or technological advances. Ingeniería y Construcción del 
Perfil SA will not be held in any way responsible for the non-implementation of the recommendations outlined in the 
document "Architectural Cladding Profiles".

Geometry



IN
C

O
B

en
ds

 D
ae

zl
  e

n 
po

si
ci

ón
 h

or
iz

on
ta

l y
 a

ce
ro

 p
re

la
ca

do
 c

ol
or

 G
ris

 7
02

2 
A

lta
 D

ur
ab

ili
da

d 
- F

ac
ha

da
 P

hi
lip

s 
(M

ad
rid

) E
sp

añ
a

INCOBends® Senzl offers endless possibilities for the composition of the facade. The 
possibility of modifying the dimensions and finish colors given as result-based facades 
fragmentation or continuity, vertical or horizontal, order or randomness, etc.

INCOBends® Senzl consists on a model piece with standing seam and varying widths 
that together form a unique geometric pattern. In addition to the pieces of preset dimen-
sions, it is also possible to configure parts of special measures tailored to specific 
projects. This allows the architect or designer a great compositional freedom in the final  
result of the facade.

All fixings are hidden. This product can be used both in ventilated facades and 
non-ventilated. 

- Maximum length: 4 m.
- Width(L): 200 o 250 mm
- Height (h): 25 mm
- Height (H): 50 mm
- Thickness from 0,6 mm to 1,2 mm 

INCOBends® Senzl
by INCOPERFIL
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INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com
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Description Applications

- Ventilated Façades
- Dry Façaces
- Interior Claddings
- False Ceilings

Specifications

Surfaces finishing*
- Galvanised Steel
- Prelacquered Steel(Plastisol, PVDF...)
- Cor-ten Steel
- Stainless Steel (Smooth finish, textures, mats, spouts...)
- Zinc ( Natural, Pre-patined, Bi-lacquered...)
- Aluminium (Anodized, Lacquered, ...)
- Perforated for acoustic or esthetics applications
 
* Further details please check our range of finishings.

Ingeniería y Construcción del Perfil, S.A. reserves the right to make any changes to the features and specifications of its 
generaland specific profiles, depending on production needs or technological advances. Ingeniería y Construcción del 
Perfil SA will not be held in any way responsible for the non-implementation of the recommendations outlined in the 
document "Architectural Cladding Profiles".

Geometry
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INCOMODULAR Serie T
®

by INCOPERFIL

Ingeniería y Construcción del Perfil, S.A. se reserva el derecho a realizar cualquier modificación en las características y datos 
técnicos generales y particulares de sus productos, realizados por necesidades de producción mejora tecnológica. Ingenieria 
y Construcción del Perfil, S.A. no se hace responsable del incumplimiento de las recomendaciones de instalación que podrá 
encontrar en nuestro dossier de fachadas arquitectónicas.

INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com

INCOMODULAR Serie T  cassette-type panel for façades is a metallic architectural 
facing. The panels can be rectangular or square, according to the design requirements. 
They can be used to created dry or ventilated façades.

 Unlike the S Series, the attachment screws are visible. Special elements with different 
forms can be combined in the unions. Available in different primed colours. 

Description

Surfaces finihing*

y
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x,y : cotas a decidir por el arquitecto
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Applications

?

?

?

?

 Ventilated 
 Dry 
Internal Facings
False Ceilings

Façades
Façades

?

?

?

?

?

?

?

2Galvanised steel  Z-275 (275 grammes/m  both sides)
Prelacquered steel  (Base from Z-225 with: Plastisol, PVDF...)
 Cor-ten Steel
Stainless Steel (Smooth finish, , textures, matt,spout...)
Zinc ( Natural,Pre-patinated, Bi-lacquered..)
Aluminium (Anodized, Lacquered, ...)
Perforated for acoustics or esthetics applications

? 

Specifications

?

?

?

?

?

Maximum length :2000 mm.
Maximum width (x): 540 mm
 H  mm
Minimum space (z) 22 mm
Thickness between 0.6mm and 1.2mm

eigth (y): 30



INCOMODULAR Serie S cassette-type panel for façades is a metallic architectural 
facing. The panels can be rectangular or square, according to the design requirements. 
They can be used to created dry or ventilated façades. 

Unlike the T Series, the attachment screws remain hidden. Special elements with 
different forms can be combined in the unions. Available in different primed colours. 

Description
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Surfaces finihing*

INCOMODULAR Serie S
®

by INCOPERFIL

y

x

x,y : cotas a decidir por el arquitecto

Ingeniería y Construcción del Perfil, S.A. reserves the right to make any changes to the features and specifications of its gene-
ral and specific profiles, depending on production needs or technological advances.
Ingeniería y Construcción del Perfil SA will not be held in any way responsible for the non-implementation of the recommenda-
tions outlined in the document "Architectural Cladding Profiles".

INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com
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Applications

?

?

?

?

 Ventilated 
 Dry 
Internal Facings
False Ceilings

Façades
Façades

?

?

?

?

?

?

?

2Galvanised steel  Z-275 (275 grammes/m  both sides)
Prelacquered steel  (Base from Z-225 with: Plastisol, PVDF...)
 Cor-ten Steel
Stainless Steel (Smooth finish, , textures, matt,spout...)
Zinc ( Natural,Pre-patinated, Bi-lacquered..)
Aluminium (Anodized, Lacquered, ...)
Perforated for acoustics or esthetics applications

? 

Specifications

?

?

?

?

?

Maximum length :2000 mm.
Maximum width (x): 540 mm
 H  mm
Minimum space (z) 22 mm
Thickness between 0.6mm and 1.2mm

eigth (y): 30



INCOScales® Quartz façade panels are used to create textured façades capable of
generating exclusive compositions and light effects. The Quartz series is composed of
rectangular scales with adjustable dimensions. This affords the architect or designer
an ample margin for customizing the final façade. The coupling elements are hidden.
This product can be used to create ventilated or dry façades.

Description Application

�

�

�

Ventilated façades
Dry façades
Interior façades

�

�

�

�

�

�

�

Z-275 galvanised steel (275 grammes/m both sides)
Prelaquered steel (Up to Z-225 with:Plastisol, PVDF...)
Cor-ten steel
Stainless steel (smooth, textured, matt, spoutted...)
Zinc ( Natural, , Bi-lacquage..)
Aluminium (Anodised, lacquage, ...)
Perforation for acoustic and esthetic applications

2

�

Surface finishing*

INCOScales Quartz
®

by INCOPERFIL

Specification

�

�

Maximum length: 480 mm.
Thickness 0,6 mm up to 1.2 mm

Ingeniería y Construcción del Perfil, S.A. se réserve le droit de réaliser toute modification concernant les caractéristiques et
données techniques générales et spécifiques de ses profils, en fonction des besoins de production ou des progrès techniques.
Ingeniería y Construcción del Perfil S.A. ne se tient en aucun cas responsable de la non application des recommandations indi-
quées dans le document “Profils de Bardage Architecturale”.

INCOPERFIL (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778 Fax. +34 96 121 1504
info@incoperfil.com www.incoperfil.com

x

INCOSCALES.Topaz Gris 7000/ Blanc Ostra / Blanc RAL 9003 . Hotel Olivia Balmes (Barcelone- Espagne)


