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Minimal Order

Product

Manufacturing Conditions

Transport Conditions

Thickness Range

INCO 72.1 Tray 

Manufacturing Length Min. / Max. 2.000 / 14.000   mm

0,60 | 0,70 | 0,80 | 1,00 | 1,20 | 1,50 mm

250 m2

Colour Position B

Package Weight 1.500-2.000 kg

Material

Steel EN 10346

Organic Coating EN 10169

Dimensional Tolerance EN 10346

Reaction to Fire EN 14782

Complementary Articles

Surface* (m2)

* estimated area depending on cutting length

Finishing

Galvanized

Standard Organic Coating / High Organic Coating

Specialty Materials: Corten Steel and Magnelis

Perforated for Acoustic Solutions

Trimming

Related Documents

General Catalogue 

Technical Sheet

Technical Dossier

Declaration of Performance (DDP / DOP)

Colour White RAL 9003. Other on demand

INCO 72.1 Free-standing trayfor metallic sandwich or double 
façades. It replaces traditional structural supports and 
forms the inner part of the sandwich enclosure, resulting in 
a smooth inner surface. They can also be used for sandwich 
roofs, eliminating the need for structural supports or increa-
sing the distance between the same. 

This profile is available galvanized and in different primed 
colours. Perforated steel can be used for applications requi-
ring better acoustics.

Aplications

Industrial: hangars, plants, water tanks.

Agricultural: stables, sheds.

Comercial: open spaces, sport, walled.

Public: schools, gymnasium, pavilions.
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ROOF

Description

910

Curvado

Colaborante

Overlap

Working Length:  425 mm
Height Profile:       72 mm

B

A

Perforated



INCO 72.1 Bandeja ®

Roof

Dimensions Material characteristics

Eff. Width: 425 mm Dim. in mm

Material Steel
Yield Strenght (N/mm²) 220
Elasticity Modulus (N/mm²) 210.000
Density (Kg/m³) 7.850

Roof Parameters

End Left-Right supported - supported
Position horizontal
Width of Supports (mm) 60
Extreme Suports Width (mm) 40

Section values

Thickness (mm) Weight
(daN/m²)

Effective Area
(mm²/m)

M. Inertia (mm /m) Section Modulus (mm³/m)
Gross Effective + Effective - Effective + Effective -

0,60 7,00 882 447.028 346.842 204.582 5.840 5.697
0,70 8,10 1.029 521.315 420.630 254.345 7.113 7.383
0,80 9,30 1.176 595.546 497.439 302.724 8.444 8.993
1,00 11,60 1.471 743.736 658.635 404.576 11.251 12.529
1,20 13,90 1.765 891.882 829.684 512.038 14.250 16.443

4

Load Tables Live Load (daN/m²)

Thickness
(mm)

Maximum Span Lenght (m) 1 Span
2,60 2,85 3,10 3,35 3,60 3,85 4,10 4,35 4,60 4,85 5,10

0,60 90 / 88 74 / 72 61 / 60 52 / 50 44 / 42 38 / 36 32 / 31 28 / 27 24 / 24 21 / 20 18 / 18
0,70 110 / 115 90 / 94 75 / 78 63 / 66 53 / 56 46 / 48 39 / 41 35 / 36 30 / 31 25 / 27 21 / 24
0,80 131 / 140 108 / 115 90 / 96 76 / 81 64 / 69 55 / 59 48 / 51 41 / 44 36 / 39 30 / 34 24 / 30
1,00 175 / 196 144 / 162 120 / 135 102 / 114 86 / 98 74 / 84 64 / 72 56 / 63 48 / 56 39 / 49 32 / 43
1,20 223 / 259 183 / 213 153 / 178 129 / 151 110 / 129 95 / 111 82 / 96 71 / 84 58 / 74 48 / 65 39 / 57

Thickness
(mm)

Maximum Span Lenght (m) 2 Span
2,60 2,85 3,10 3,35 3,60 3,85 4,10 4,35 4,60 4,85 5,10

0,60 75 / 89 63 / 73 54 / 61 46 / 51 40 / 44 35 / 37 30 / 32 26 / 28 24 / 24 20 / 21 18 / 18
0,70 100 / 109 85 / 90 72 / 75 62 / 63 53 / 53 47 / 46 41 / 39 36 / 34 31 / 30 27 / 26 24 / 23
0,80 126 / 130 106 / 107 91 / 89 78 / 75 68 / 64 59 / 55 51 / 47 44 / 41 39 / 36 34 / 32 30 / 28
1,00 186 / 174 156 / 143 133 / 120 114 / 101 97 / 86 84 / 74 72 / 64 63 / 56 55 / 48 49 / 43 43 / 38
1,20 254 / 221 211 / 182 177 / 152 150 / 128 128 / 109 111 / 94 96 / 81 84 / 71 73 / 62 65 / 55 57 / 48

Thickness
(mm)

Maximum Span Lenght (m) 3 Span
2,60 2,85 3,10 3,35 3,60 3,85 4,10 4,35 4,60 4,85 5,10

0,60 92 / 113 78 / 93 67 / 78 58 / 66 50 / 56 44 / 48 38 / 42 34 / 36 30 / 32 27 / 28 24 / 24
0,70 123 / 138 105 / 114 89 / 95 77 / 81 67 / 69 59 / 59 52 / 51 46 / 45 41 / 39 36 / 35 32 / 31
0,80 156 / 164 132 / 136 113 / 113 98 / 96 85 / 82 74 / 70 66 / 61 58 / 54 50 / 47 44 / 42 40 / 36
1,00 229 / 220 194 / 181 166 / 152 143 / 128 124 / 110 107 / 95 93 / 82 82 / 72 72 / 64 64 / 56 56 / 50
1,20 313 / 278 265 / 230 223 / 193 190 / 163 163 / 140 141 / 121 123 / 105 108 / 92 95 / 81 84 / 71 75 / 63

Calculation of Bending, Shear, dent, Deflection (L/ 200)

Calculus Notes v20.04.01

Actions Combination:
ELUDown: Q = 1,35 * Own Load + 1,50 * Live Load
ELSDown: Q = 1,00 * Own Load + 1,00 * Live Load
ELUUp: Q = 0,80 * Own Load - 1,50 * Wind
Note: the r

Normative:
UNE-EN 1993-1-3 Eurocode 3 Part 1-3
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Ingeniería y Costrucción del Perfil S.A. reserves the right to carry out any general and/or particular modification in the characteristics and engineering details of
its profiles, due to production requirements or technological improvement. Ingenieria y Costrucción del Perfil S.A. is not responsible for the failure to comply with
the recommendations given in our technical dossier.

INCOPERFIL (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 961 211 778    Fax. +34 961 211 504
info@incoperfil.com    www.incoperfil.com

http://www.tcpdf.org

