
INCOMODULAR Serie S cassette-type panel for façades is a metallic architectural 
facing. The panels can be rectangular or square, according to the design requirements. 
They can be used to created dry or ventilated façades. 

Unlike the T Series, the attachment screws remain hidden. Special elements with 
different forms can be combined in the unions. Available in different primed colours. 
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Surfaces finihing*

INCOMODULAR Serie S
®

by INCOPERFIL
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x,y : cotas a decidir por el arquitecto

Ingeniería y Construcción del Perfil, S.A. reserves the right to make any changes to the features and specifications of its gene-
ral and specific profiles, depending on production needs or technological advances.
Ingeniería y Construcción del Perfil SA will not be held in any way responsible for the non-implementation of the recommenda-
tions outlined in the document "Architectural Cladding Profiles".

INCOPERFIL  (Ingeniería y Construcción del Perfil, S.A.)
C/Nou (Polígono Industrial Mas del Polio) 46469 Beniparrell (Valencia)
Tel. +34 96 121 1778  Fax. +34 96 121 1504
info@incoperfil.com   www.incoperfil.com
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Applications
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 Ventilated 
 Dry 
Internal Facings
False Ceilings

Façades
Façades
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2Galvanised steel  Z-275 (275 grammes/m  both sides)
Prelacquered steel  (Base from Z-225 with: Plastisol, PVDF...)
 Cor-ten Steel
Stainless Steel (Smooth finish, , textures, matt,spout...)
Zinc ( Natural,Pre-patinated, Bi-lacquered..)
Aluminium (Anodized, Lacquered, ...)
Perforated for acoustics or esthetics applications
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Specifications
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Maximum length :2000 mm.
Maximum width (x): 540 mm
 H  mm
Minimum space (z) 22 mm
Thickness between 0.6mm and 1.2mm

eigth (y): 30
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