
DECLARATION OF PERFORMANCES 
COMPOSITE SLAB SHEET TO THE STANDARD UNE EN-1090 

Nº: DdP-EN-16-001 
  

 
1 Unique identification code of the product-type:  

Metal sheet to composite slab or lost formwork, by cold forming steel and geometry INCO 70.4 

2. Name, registered trade name or registered trade mark and contact address of the manufacturer: 

INGENIERIA Y CONSTRUCCION DEL PERFIL, S.A.  
C/Nou, 16 (P.I. Más del Polio) 
46469 BENIPARRELL (Valencia)  - Spain 

3. Execution type s/ UNE EN1090:  

Components with Execution Class EXC 3 at most. 

4. Intended use or uses of the construction product, in accordance with the applicable harmonized 

technical specification: 

Structural metal structural components for use in steel structures or mixed structures of steel and concrete in which the 

components are manufactured by cold forming. 

5. System or systems of assessment and verification of constancy of performance of the construction product:  

2+ System 

6. Declared performance:  

Essential Characteristics Performance Harmonized Technical 
Specification 

Dimensional tolerances UNE-EN-1090-2 (Class Tolerance 1) UNE-EN 1090 / EN-508-1/2 

Weldability and tenacity to 
fracture 

Steel Type  S320GD (s/ EN 10346) UNE-EN 1090 

Reaction to fire A1 UNE-EN 13501-1 

Emission of Cadmium and 
components  

PND UNE-EN 1090 

 Emission of radioactivity PND UNE-EN 1090 

Durability Hot dip Galvanised Z-275 
(s/ EN 10346) 

UNE-EN 1090 

Bearing capacity See Table Annex UNE-EN 1993 EC3 and EC4 

Serviceability limit state 
deformation 

PND UNE-EN 1090 

Fatigue strength PND UNE-EN 1090 

7 The performances of the product identified in point 1 is in conformity with the declared performance in point 6. 

8. This declaration of performance is issued by: BUREAU VERITAS IBERIA, as notified agency certifies that i) has carried 

out the initial inspection of the production center and Factory Production Control, ii) performs the periodic inspections 

indicated in the reference standard has certified the Factory Production Control  (Certificate number: 

1035/CPR/ES077118) 

 

Annex. Table nº1 Maximum spam (m) without shoring to steel S280GD/S320GD : 

Thickness 0,75 1,00 1,20 

Slab  
edge 

2 
supports 

3 
supports 

4 
supports 

2 
supports 

3 
supports 

4 
supports 

2 
supports 

3 
supports 

4 
supports 

120 2,4/2,5 2,7/3,0 3,0/3,2 3,2/3,5 3,7/4,0 4,0/4,1 3,8/3,8 4,2/4,5 4,5/4,6 

130 2,3/2,4 2,6/2,8 2,9/3,1 3,1/3,4 3,5/3,8 3,8/4,0 3,7/3,7 4,0/4,3 4,3/4,5 

140 2,2/2,4 2,5/2,7 2,7/3,0 3,0/3,3 3,4/3,7 3,7/3,9 3,6/3,6 3,9/4,1 4,1/4,4 

150 2,2/2,3 2,5/2,6 2,6/2,8 3,0/3,2 3,3/3,5 3,5/3,8 3,5/3,5 3,7/4,0 4,0/4,3 

160 2,1/2,2 2,4/2,6 2,6/2,7 2,9/3,1 3,2/3,4 3,4/3,7 3,4/3,4 3,6/3,9 3,8/4,1 

170 2,0/2,2 2,3/2,5 2,5/2,7 2,8/3,0 3,1/3,3 3,3/3,5 3,3/3,3 3,5/3,8 3,7/4,0 

180 2,0/2,1 2,2/2,4 2,4/2,6 2,7/2,9 3,0/3,2 3,2/3,4 3,2/3,2 3,4/3,6 3,6/3,9 

190 1,9/2,1 2,2/2,3 2,3/2,5 2,7/2,9 2,9/3,1 3,1/3,3 3,1/3,1 3,3/3,5 3,5/3,8 

200 1,9/2,0 2,1/2,3 2,3/2,4 2,6/2,8 2,8/3,1 3,0/3,3 3,1/3,1 3,2/3,5 3,4/3,7 

210 1,8/2,0 2,1/2,2 2,2/2,4 2,6/2,7 2,8/3,0 3,0/3,2 3,0/3,0 3,1/3,4 3,3/3,6 

Obtained according to UNE-EN 1993 Eurocode 3 for specified loads UNE-EN 1993 Eurocode 4  

Considering an intermediate support width 100 mm minimum 

Signed on behalf of the manufacturer: 
Jose Giner Martinez 
Technical department 
 
 
 

Place and date of issue:  
Beniparrell, 05/12/2016 
 
 
 
 

Signed: 
 

 


