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Minimal Order

Product

Manufacturing Conditions

Transport Conditions

Thickness Range

INCO 100.3 

Manufacturing Length Min. / Max. 2.200 / 24.000   mm

0,60 | 0,70 | 0,80 | 1,00 | 1,20 | 1,50 mm

250 m2

Colour Position A

Package Weight 1.500-2.000 kg

Material

Steel EN 10346

Organic Coating EN 10169

Dimensional Tolerance EN 10346

Reaction to Fire EN 14782

Complementary Articles

Thickness(mm) Surface* (m2) Thickness(mm)

0,60

* estimated area depending on cutting length

0,70
0,80

Surface* (m2)

1,20
1,50

Finishing

Galvanized

Standard Organic Coating / High Organic Coating

Specialty Materials: Corten Steel and Magnelis

Perforated for Acoustic Solutions

Tight Joint INCO 100.3 Upper/ Lower

Trimming

Related Documents

General Catalogue 

Technical Sheet

Technical Dossier

Declaration of Performance (DDP / DOP)

1,00

Colour White RAL 9003. Other on demand

The INCO 100.3 profile is used both for facades and roofs 
(single or sandwich) and roofs of industrial buildings, 
shopping centers, sports facilities, etc. Its main application 
is the interior support of the enclosure, reaching spans of up 
to 7.5 m. It is a highly resistant profile thanks to the design 
of its geometry with a fret height of 100 mm.

It is available both in galvanized and in the different pre-lac-
quered colors. Also for acoustic improvement applications it 
can be made with perforated steel.

Aplications

Industrial: hangars, plants, water tanks.

Agricultural: stables, sheds.

Comercial: open spaces, sport, walled.

Public: schools, gymnasium, pavilions.

 ®

ROOF

Description

2.900
2.500
2.200

1.700
1.400
1.100

Curvado

Colaborante

Working Length:      825 mm
Height Profile:          100 mm

A

B

Curved

Perforated

Overlap

Composite Slab



INCO 100.3 ®

Roof

Dimensions Material characteristics

Eff. Width: 825 mm Dim. in mm

Material Steel
Yield Strenght (N/mm²) 220
Elasticity Modulus (N/mm²) 210.000
Density (Kg/m³) 7.850

Roof Parameters

End Left-Right supported - supported
Position horizontal
Width of Supports (mm) 100
Extreme Suports Width (mm) 60

Section values

Thickness (mm) Weight
(daN/m²)

Effective Area
(mm²/m)

M. Inertia (mm /m) Section Modulus (mm³/m)
Gross Effective + Effective - Effective + Effective -

0,60 7,14 909 1.386.387 923.208 848.159 13.253 17.686
0,70 8,33 1.061 1.499.585 1.178.310 1.062.620 17.413 22.174
0,80 9,52 1.212 1.848.560 1.406.767 1.274.467 21.124 26.791
1,00 11,89 1.515 2.310.769 1.967.219 1.760.836 30.763 37.335
1,20 14,27 1.818 2.773.026 2.413.300 2.199.252 38.102 47.092

4

Load Tables Live Load (daN/m²)

Thickness
(mm)

Maximum Span Lenght (m) 1 Span
4,50 4,75 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00

0,60 66 / 91 59 / 81 52 / 72 47 / 65 42 / 59 38 / 53 34 / 48 31 / 44 27 / 40 24 / 37 20 / 34
0,70 89 / 115 79 / 102 70 / 91 63 / 82 57 / 74 49 / 67 42 / 61 37 / 56 31 / 51 27 / 47 24 / 43
0,80 107 / 139 95 / 124 85 / 111 77 / 99 69 / 90 60 / 81 52 / 74 45 / 67 39 / 62 34 / 57 29 / 52
1,00 159 / 195 141 / 174 127 / 156 108 / 141 93 / 127 80 / 115 69 / 105 59 / 96 52 / 88 45 / 81 39 / 74
1,20 197 / 246 176 / 220 154 / 197 131 / 178 112 / 160 97 / 146 84 / 133 72 / 122 63 / 111 55 / 102 48 / 94

Thickness
(mm)

Maximum Span Lenght (m) 2 Span
4,50 4,75 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00

0,60 66 / 66 60 / 58 54 / 52 50 / 47 46 / 42 42 / 38 39 / 34 36 / 31 33 / 28 30 / 26 28 / 24
0,70 85 / 88 77 / 78 71 / 70 65 / 63 59 / 57 55 / 51 51 / 46 47 / 42 43 / 38 40 / 35 37 / 32
0,80 106 / 107 96 / 95 88 / 85 80 / 77 73 / 69 68 / 62 63 / 57 57 / 51 53 / 47 49 / 43 46 / 39
1,00 154 / 158 139 / 141 127 / 126 117 / 113 107 / 103 99 / 93 91 / 84 84 / 77 78 / 70 72 / 64 67 / 59
1,20 203 / 196 184 / 175 168 / 156 154 / 141 141 / 127 130 / 115 120 / 105 110 / 96 102 / 87 95 / 80 88 / 74

Thickness
(mm)

Maximum Span Lenght (m) 3 Span
4,50 4,75 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00

0,60 80 / 84 73 / 75 67 / 67 62 / 60 56 / 54 52 / 49 48 / 44 44 / 40 42 / 37 38 / 34 36 / 31
0,70 104 / 111 95 / 99 87 / 89 80 / 80 73 / 73 68 / 65 63 / 59 58 / 55 54 / 50 50 / 45 47 / 42
0,80 129 / 136 118 / 121 108 / 109 99 / 97 91 / 88 84 / 80 77 / 73 72 / 66 67 / 61 62 / 55 58 / 51
1,00 187 / 200 171 / 179 156 / 160 143 / 144 132 / 131 122 / 119 113 / 108 105 / 99 97 / 91 90 / 83 84 / 77
1,20 248 / 248 226 / 222 206 / 199 189 / 179 174 / 162 160 / 147 148 / 134 137 / 122 128 / 112 115 / 103 102 / 95

Calculation of Bending, Shear, dent, Deflection (L/ 200)

Calculus Notes v20.04.01

Actions Combination:
ELUDown: Q = 1,35 * Own Load + 1,50 * Live Load
ELSDown: Q = 1,00 * Own Load + 1,00 * Live Load
ELUUp: Q = 0,80 * Own Load - 1,50 * Wind
Note: the r

Normative:
UNE-EN 1993-1-3 Eurocode 3 Part 1-3
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Ingeniería y Costrucción del Perfil S.A. reserves the right to carry out any general and/or particular modification in the characteristics and engineering details of
its profiles, due to production requirements or technological improvement. Ingenieria y Costrucción del Perfil S.A. is not responsible for the failure to comply with
the recommendations given in our technical dossier.
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